
• p.-:-'- :;:: :..: 
' 

. 

-

PRODUCT BULLETIN 
DRYWALL ACCESSORY 
PRODUCTS 

· K-SPRAY 
PEILING TEXTURE 

(MINERAL AGGREGATE) 

PRODUCING PLANT: 
SEATTLE & SANTA ANA 

PRQPUCT SfECIFICAIIONS: 

Test Method 

TM-lB 

TM-2 

TM-J 

'Th!-lJ 

TM-20 

TM-22 

TM-JJ 

TM-J4 

TM-J6 

TM-37 

Viscosity (Slump Test; patty 
diameter of 6") cc/100 gr. 

pH {meter) 

Bond 

Reflectance (%) 

Cracking 

Size graduation (500 cc sample) 

a. retained on 16 mesh 
b. Passing 16, retained on 50 

mesh 

Dry loose density (pounds per 
cubic foot) 

Hardness 

·.White line test 

Resistance Ia Sauring 
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CANCELS: J-540J 
10/20/69 DATE: 

155 to 175 

7.5 ta 9.5 

Equal to Standard 

80 to 85 

No cracks or heavy 
checking 

220 to 400 cc 

70 to 2JO cc 

20 to 25 

Equal to Standard 

Equal to Standard 

KG2001042 


